
Declaration of Performance 
NO: PT25 

1 Product name: Layer Metal chimney 

2 Model: 
Designation: 
1. 
2. 
3. 
4. 

PT25
Designation:    Inner diameter(mm)       thickness type 
T600-N1-W-Vm-L40050-G(50)     φ80-200       0,5 
T600-N1-W-Vm-L40060-G(50)     φ250-300    0,6 
T600-N1-W-Vm-L40060-G(100)     φ300-450    0,6 
T600-N1-W-Vm-L40100-G(150)     > φ500     1,0 

3 Intended use: Intended use or uses of the construction product, in accordance  
with the applicable harmonised technical specification, as foreseen by 
the manufacturer: Flue System for evacuation of exhaust gas from the 
appliance to outside. 

4 Distributor: Expont d.o.o.

5 System for assessment of constancy of 
performance: 

Assessment system 2+, Apendix V 
of the Building product regulative 305/2011/EC 

7 Notified offical: ZAG Ljubljana, Slovenia, Notify Body No: 1404 
Factory production control certificate No: 1404-CPR-2739 

8 ETA: NPD 

9 Essential features Performance Harmonised technical specification 

Gas tighness/leakage 
Thermal performance test 
Fire resistance  

Condensate resistance 
Thermal shock resistance 
Resistance to corosion 

N1 
T600 
Designation 1,2, G(50) 
Designation 3     G(100) 
Designation 4     G(150) 
W 
Pass 
Vm 

EN 1856-1:2009 
EN 1856-1:2009 
EN 1856-1:2009 

EN 1856-1:2009 
EN 1856-1:2009 
EN 1856-1:2009 

9. The performance of the product identified in points 1 and 2  is in conformity with the declared  performance in point
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

 15.07.2016. 


